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Inspection Date:   October 23, 2009

Inspected For: 

Inspection Address: 

Job Number: 1001
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Year Built - 1920 Property Type - Single Family
Sq Footage - 1200 Design - Two Story

Orientation - South
Weather - Raining
Temperature - 35 Degrees

Occupied - Yes Utilities - All On

Attending - None Present

GENERAL PROPERTY INFORMATION

ADDITIONAL REMARKS:  
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GENERAL PROPERTY INFORMATION

ADDITIONAL REMARKS:  
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KEY TO CONDITION / DISCREPANCY RATINGS

The inspection is a reasonable effort to disclose the condition of the property on the 
day of inspection. The inspection does not reveal information on concealed items or 
items the inspector is unable to inspect. The inspectors are generalists trained to 
evaluate the structure.

On the following pages you will be provided with all the inspector’s findings. Each 
category will contain what type of system or structure was inspected and if there were 
any concerns or conditions noted.

When items are rated the ratings are as follows:

Satisfactory   -  indicates that the item appeared capable of being used and 
considered acceptable for it’s age and general use.

Monitor  -  requires that the condition should be monitored to insure condition does 
not deteriorate.

Further Review Suggested   -  indicates that complete confirmation or analysis 
could not be completed during the inspection and it is recommended additional 
evaluations be performed on the condition prior to closing escrow.

Major Repair   -  indicates this condition requires immediate attention and correction 
by a qualified competent contractor or professional. This condition if left unattended 
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by a qualified competent contractor or professional. This condition if left unattended 
could cause or increase the possibility of personal injury or damage to property or 
structure. These items should be corrected prior to closing. 

Safety Issue  -  indicates that a safety concern is present, immediate evaluation and 
or improvement of condition should be performed. 

Attention   -  indicates that a degree of corrective action is needed on the item / 
condition. In many cases a qualified, licensed professional contractor is required to 
correct the discrepancy. These items in most cases should be corrected prior to 
closing escrow. 

The inspector will often make recommendations to repair or upgrade specific items 
or systems. (e.g. upgrade bathroom or kitchen receptacles to ground fault interrupter 
receptacles.) These recommendations are often intended to improve a system or 
item with newer products and technologies.

3



Robert Finney

EXTERIOR:

ACCESS
CONDITIONS:

Restrictive COMMENTS: RATING:

� Typical
Fresh paint was observed, although, it improves the appearance, it also conceals any defects or 
prior repairs. 

Satisfactory

PAVED AREAS:

� Applicable COMMENTS: RATING:
N/A The masonry is chipping or sloughing off, which is referred to as spalling. Attention

Worn, chipped or uneven concrete or bricks 

� Driveways Step to back porch is pulling away from structure due to settling of foundation.

� Walkways Step structure requires repair

� Steps Refer to picture 1

***Suggest contacting licinsed profesional 

SITE:

� Applicable COMMENTS: RATING:

N/A
South side of structure (front):  Drainage is negative, which means water will flow toward the 
structure

Attention

Safety Issue

� Water Feature Holes in yard should be filled, trip hazard. 

The following opinion is based on an inspection of the visible portion of the exterior structure, insp ection may be 
limited by vegetation and possessions. If any condi tions are listed a qualified contractor / professio nal should correct 
them.

This category includes steps and/or stoops, sidewal ks, walkways, and/or driveways. 

Site is inspected only to the degree that it affect s the condition of the structure  Examples would be  drainage, 
intruding vegetation, etc. Flood potential and soil  stability determinations are not part of this insp ection. 
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� Water Feature Holes in yard should be filled, trip hazard. 

� Planters South east corner of structure:  Shrubbery located too close to some building areas. Monitor 

BBQ

Firepit

Shed

Other Features

SIDING / TRIM:
� Applicable

N/A COMMENTS: RATING:
SIDING MATERIAL Caulk and seal all gaps/cracks and openings.. Attention

� Stucco Damaged, open, or eroding mortar joints were observed. Attention
Wood Siding Visible deterioration was noted. Attention
Vinyl siding
Brick ***Suggest contacting licinsed profesional 
Stone
Shingles
Other

The following opinion is based on an inspection of the visible portion of the exterior structure, insp ection may be 
limited by vegetation and possessions. If any condi tions are listed a qualified contractor / professio nal should correct 
them.

This category includes steps and/or stoops, sidewal ks, walkways, and/or driveways. 

Site is inspected only to the degree that it affect s the condition of the structure  Examples would be  drainage, 
intruding vegetation, etc. Flood potential and soil  stability determinations are not part of this insp ection. 

Siding refers to the material forming or covering t he exterior walls.   Masonry construction can perfo rm 
structural as well as siding functions. 
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FENCING / GATES:

Applicable COMMENTS: RATING:
� N/A

PARKING:

� Applicable COMMENTS: RATING:
N/A Damage to walls was observed Safety Issue
TYPE Deterioration noted on support column. Safety Issue
Attached Garage Footings appear to be questionable. Half moon cracks usually are a good indicator. Attention

� Detached Garage Moisture stains noted, unable to determine age of stain. Safety Issue
Carport The paint is failing. Attention

The weather-stripping is not sufficient or damaged. Attention
Door Opener *** Structure leans and is need of major repairs or removal.  Use caution.
Opener Satisfactory ***Suggest contacting licinsed profesional.  Refer to pictures 2-4 Major Repair

FIRE SEPARATION:

Applicable COMMENTS: RATING:
� N/A

Standard inspections cover only attached garages an d carports.  They are not considered habitable, and  
conditions are reported accordingly.

Fire separation refers to the walls, doors and ceil ing separating the attached garage from the living area of the 
structure. Fire doors , walls and ceilings are insp ected for their safety aspects only in this section .

Fencing and gates are inspected for functionality. If water features pools, spas, ponds, etc are prese nt more stringent 
requirements to fences and gates may apply. Check y our local municipality for fencing and gate guideli nes. 
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PORCH / PATIO / DECK:

� Applicable COMMENTS: RATING:
N/A Front porch:  Carpet restricts the view of the structure. Further Review 

TYPE Back porch:  Loose boards observed, repair or replace boards. Attention

� Porch Front porch:  Normal/ moderate cracks were noted  Monitor 
Patio Front porch:  The floor is unlevel. This can be a sign of settlement of the structure. Attention
Deck ***Suggest contacting licinsed profesional 

WINDOWS:

� Applicable COMMENTS: RATING:
N/A Front and side windows:  Locking feature does not work. Attention
TYPE The window does not open and close properly and should be repaired.
Single Pane
Multi Pane Kitchen windows:  Operate normally and seal properly Satisfactory

� Combination of both
Storms
Shutters/Awnings

Standard inspections cover only attached garages an d carports.  They are not considered habitable, and  
conditions are reported accordingly.

Fire separation refers to the walls, doors and ceil ing separating the attached garage from the living area of the 
structure. Fire doors , walls and ceilings are insp ected for their safety aspects only in this section .

Porches, decks and patios add value and enjoyment.  Because they are exposed to the weather, they are 
also higher maintenance items than other portions o f the structure.

Insure bedroom egress windows remain clear and perf orm evacuation drills regularly. A representative n umber of 
windows are operated, inspection may be limitied by  window treatments or accessibility.

Fencing and gates are inspected for functionality. If water features pools, spas, ponds, etc are prese nt more stringent 
requirements to fences and gates may apply. Check y our local municipality for fencing and gate guideli nes. 
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DOORS:

� Applicable COMMENTS: RATING:
N/A All door open, close and seal properly. Satisfactory
TYPE

� Storm / Screen

� Security
Slider/Arcadia
French Doors
Other

Doors are inspected for functionality and condition .  The degree of protection from people or weather is a matter of personal
decision. We suggest re-keying all exterior access doors for security and safety.

REMARKS:
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Robert Finney

FOUNDATION / STRUCTURE:

ACCESS
CONDITIONS:

Restrictive COMMENTS: RATING:

� Typical Satisfactory

FOUNDATION:
Slab on grade

� Raised Basement COMMENTS: RATING:

� Raised Crawlspace
Displacement was observed.  This is do to erratic movement.  The cause of misalignment 
should be investigated.  Refer to picture 5

Attention

Material Attention

Block
Main foundation:  This is an older foundation and more vulnerable to movement and may 
include a sand-lime mortar mix that deteriorates over time. 

� Concrete

� Stone ***Suggest contacting licinsed profesional 

Brick

Pier and Beam

Other

EXTERIOR WALLS:

Type COMMENTS: RATING:
� Framed Wall repairs noted, consult seller. Further Review 

This inspection is based on observation of the visi ble portions of the foundation and structure. Basem ent and 
crawlspace inspections are limited due to obstructi ons, clearances and installed equipment. If any con ditions are 
listed a qualified contractor or in some cases a st ructural engineer may be needed to review and/or co rrect the 
condition. 

This is the support for the primary part of the str ucture. This inspection is limited. Interior floor structure 
inspection is limited due to flooring (carpet, tile , etc. ) restricting the view.   

This section reports on the exterior walls of the b uilding above the foundation. Any gaps/openings or 
cracks should be sealed to prevent moisture intrusi on to the structure. 
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� Framed Wall repairs noted, consult seller. Further Review 

Masonry
Attached elevated planters observed, this may lead to deterioration of the wall structure. 
Condition cannot be evaluated behind the planters.

Monitor 

Log / Timber
Some cracks were noted that are minor in nature.  Small settlement cracks are a common 
occurrence and can be repaired.

Monitor 

Metal

Other

FLOORS:

� Applicable COMMENTS: RATING:
N/A Squeaking flooring usually indicates loose sub flooring. Further Review 
Type

� Truss
Framed

� Wood
Steel
Log

� Masonry

This inspection is based on observation of the visi ble portions of the foundation and structure. Basem ent and 
crawlspace inspections are limited due to obstructi ons, clearances and installed equipment. If any con ditions are 
listed a qualified contractor or in some cases a st ructural engineer may be needed to review and/or co rrect the 
condition. 

Floor structure maybe limited due to interior ceili ngs, floor coverings and furnishings.

This is the support for the primary part of the str ucture. This inspection is limited. Interior floor structure 
inspection is limited due to flooring (carpet, tile , etc. ) restricting the view.   

This section reports on the exterior walls of the b uilding above the foundation. Any gaps/openings or 
cracks should be sealed to prevent moisture intrusi on to the structure. 
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WATER CONTROL:

Applicable COMMENTS: RATING:
� N/A Satisfactory

Type
Floor Drains
Surface Drains
Sump Pump
Other

FLOOR & WALL INSULATION:
��� � Applicable

N/A COMMENTS: RATING:
Type Consult Seller
Fiberglass Further Review 
Foam
Cellulose
Rock wool
Other

� Not Viewed

Floor and surface drains are not tested. Sump pumps  are tested, no determination of the pumping capabi lity or 
capacity of any installed pumps are made during thi s inspection.

Insulation may not be visible due to finished walls , floors and or type of construction.

REMARKS:
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Robert Finney

ROOF:

ACCESS
CONDITIONS:

Restrictive COMMENTS: RATING:

� Typical Satisfactory

Method of inspection

Walked

� Binoculars &/or Ladder

ROOF - SHINGLE:
� Applicable COMMENTS: RATING:

N/A
House:  The roof was replaced July of 2009.  New additional venting was also added to 
increase proper ventilation.  Refer to picture 7

Satisfactory

Location

� Primary roof Garage:

� Secondary roof Shingles have granular loss. This is normally an indication of aging roofs. Attention

Patio roof There are holes which are large enough to require repair. 

Heat/Cool Access
Sections of the roof are sagging. This may indicate underframing or possible structural 
damage.

Other
Recommend a complete roof evaluation. This evaluation should be scheduled well before 
close of escrow.  Refer to picture 8

***Suggest contacting licinsed profesional 

ROOF - ROLL ROOFING:
Applicable COMMENTS: RATING:

This report depicts what was visible and accessible  to the inspector.  It is not a warranty or a guara ntee of how long 
the roof system may be watertight. Past or present leaks are not determined, If conditions are listed a qualified 
roofing contractor should correct conditions and ev aluate the roof system. Ventilation fans, gutters/d ownspouts 
are not tested
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Applicable COMMENTS: RATING:
� N/A

Location

Primary roof

Secondary roof

Patio roof

Heat/Cool Access

Other

ROOF - TILE:
Concrete COMMENTS: RATING:
Clay
Bermuda
Slate

� N/A
Location
Primary roof
Secondary roof
Patio roof
Other
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ROOF - FOAM:
Applicable COMMENTS: RATING:

� N/A
Location
Primary roof
Secondary roof
Patio roof
Other

ROOF - OTHER:
Wood Shingle COMMENTS: RATING:
Shake N/A
Built Up
Membrane
Fibrous Tile
Metal
Other
Location
Primary roof
Secondary roof
Patio roof
Other

FLASHING:

� Applicable COMMENTS: RATING:
N/A All flashing was replaced at the time of roof replacement. Satisfactory

Some flashings are not fully visible due to the nor mal construction design of the roof.
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VENTS AND FLUES:
COMMENTS: RATING:

� Applicable All vents replaced July of 2009. Satisfactory

N/A
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OVERHANG/EAVES:
COMMENTS: RATING:

� Applicable Caulk and seal all gaps/cracks and openings.  Repair Attention

N/A Further Review 

Type
South side of structure (front):  There are holes in fascia board which are large enough to 
require repair. 

� Fascia Refer to picture 9

Soffit

Other

DRAINAGE:
COMMENTS: RATING:

� Applicable Satisfactory

N/A

Type

� Gutters

Scuppers

Roof Drains

Other

SKYLIGHTS:
COMMENTS: RATING:

Applicable

� N/A

Type

Typical

Tubular
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VENTILATION:
� Applicable COMMENTS: RATING:

N/A Satisfactory

Type

Turbines

Eaves/Soffit

Gable

� Roof/Ridge

Other

GENERAL:
COMMENTS: RATING:

Applicable

� N/A
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REMARKS:
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Exterior, Roof and Foundation / Structure Pictures

1) Rear Step 2) Garage

3) Garage sole plate and studs exposed.  
Rotting and insects.

4) Garage sole plate and studs exposed.  
Rotting and insects.
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5) Foundation (East side) 6) Foundation (west side)
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Exterior, Roof and Foundation / Structure Pictures

7) Roof (House) 8) Roof (Garage)

9) Fascia board (Hole) Enter photo description

Enter photo description Enter photo description
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Robert Finney

ELECTRICAL:

ACCESS
CONDITIONS: COMMENTS: RATING:

Satisfactory

Restrictive

� Typical

SERVICE:

� 120/240 volt COMMENTS: RATING:

208/480 volt
There is old (Knob and Tube) wiring that is active.  Insulation is becoming brittle and worn.  
Further inspection by licensed electrician is recommended.

Attention

Single Phase Refer to picture 10

3 Phase

Underground

� Overhead

Type Wiring

� Copper

Aluminum 

� Undetermined

MAIN PANEL:

� Breakers COMMENTS: RATING:
Fuses Satisfactory

The following opinion is based on an inspection of the visible portion of the electrical system.  If a ny conditions are 
listed a qualified electrician should correct them.  System adequacy is not determined. 

SEC up to and including the meter may be the respon sibility of the local power company.  We do not ins pect or evaluate 
load controllers, surge suppressors or other option al items that may be incorporated into the main ser vice.

This is the main power supply panel.  Become famili ar with its location and study the circuit location  markings if any 
exist. Recommend installing Arc Fault circuit break ers on all bedrooms branch wiring.

15

Fuses Satisfactory

Amperage
100 Amps

Location
Basement

SUB PANEL:
Applicable

� N/A COMMENTS: RATING:
Type
Breakers
Fuses

Amperage

Location

The following opinion is based on an inspection of the visible portion of the electrical system.  If a ny conditions are 
listed a qualified electrician should correct them.  System adequacy is not determined. 

SEC up to and including the meter may be the respon sibility of the local power company.  We do not ins pect or evaluate 
load controllers, surge suppressors or other option al items that may be incorporated into the main ser vice.

This is the main power supply panel.  Become famili ar with its location and study the circuit location  markings if any 
exist. Recommend installing Arc Fault circuit break ers on all bedrooms branch wiring.

Auxiliary or subpanels are used to extend the syste m or provide a protected power source near large ap pliances or 
equipment.  Use the same caution as with the main p anel.  
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GROUNDING & BONDING:

COMMENTS: RATING:
Fully viewed Satisfactory
Grounded to main water line.

Partially Observed
Not Observed

BRANCH WIRING:
Type

Romex COMMENTS: RATING:

� Conduit
Abandoned wiring observed, it is recommended that this wiring be removed or capped

Attention

Armored (BX) Some of the wiring is frayed, which exposes the inner conductor. 
Cloth Recommend a full evaluation by a licensed electrician. 

� Knob & Tube
Other
Material

� Copper
Aluminum
Other

EXTERIOR ELECTRICAL:

COMMENTS: RATING:
GFCI N/A
Misc Features
Water Fall
Pond
Water Fountain

This makes up the majority of electrical system, It  distributes the power from the panels to outlets, switches, 
appliances, etc.  Most is hidden by walls, insulati on, etc., only the visible portions are examined. 

Exterior electrical components add convenience, but  can also contribute to additional hazards if 
devices/equipment are not maintain. GFCI outlets ar e recommended 

Grounding and bonding systems are critical items to  insuring a safe electrical system. Visual 
inspection of the system is limited.
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Water Fountain
Well Pump
Out Building
Other

INTERIOR ELECTRICAL:

� GFCI COMMENTS: RATING:

Smoke Detectors
Observed non grounded (two prong) 120 volt outlets.  Today grounded receptacles are used so 
leaking voltage is carried directly back to the panel through a ground wire. 

Attention

CO Detectors Outlet(s) were observed to be loose. 
Ceiling Fans Painted electrical outlet(s) observed

Front Porch:  Switch(s) was not working and should be repaired. 

GFCI outlets located in bathroom and kitchen.  Satisfactory

This makes up the majority of electrical system, It  distributes the power from the panels to outlets, switches, 
appliances, etc.  Most is hidden by walls, insulati on, etc., only the visible portions are examined. 

Exterior electrical components add convenience, but  can also contribute to additional hazards if 
devices/equipment are not maintain. GFCI outlets ar e recommended 

The inspection covers a representative number of co mponents.  If you have any doubt about any 
electrical discrepancies noted in this report, have  it thoroughly inspected by a qualified electrician .  

Grounding and bonding systems are critical items to  insuring a safe electrical system. Visual 
inspection of the system is limited.
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MISC EQUIPMENT:
� Applicable

N/A COMMENTS: RATING:
Systems Observed Located on north end of roof (Back). Satisfactory
Security

� Satellite
Central Vacuum
Audio /Video / Intercom
Sauna/Steam
Other

REMARKS:

This section identifies misc equipment installed in  the home that maybe tied into the electrical syste m. Inspection of 
these systems are beyond the scope of the inspectio n unless agreed upon, any discrepancies noted are m ade as a 
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Robert Finney

PLUMBING:

ACCESS
CONDITIONS:

COMMENTS: RATING:
Restrictive Satisfactory

� Typical

MAIN SUPPLY
� Copper

Galvanized COMMENTS: RATING:
PEX Satisfactory

Plastic

Polybutelene

Unidentified

Other

Size of Pipe

3/4"

SHUTOFF & LOCATION:
Exterior

� Basement COMMENTS: RATING:
Garage Satisfactory

Interior

At Meter

Other

The standard inspection report does not include the  testing of water salinity, quality or volume of an y well supply.  
Only visible supply and waste systems are inspected .  If any conditions are listed a qualified plumber  should repair 
them. If a well supplies the primary drinking water  a water quality test is recommended. 

This section covers the type and material of the mai n water supply. Galvanized piping has a 20 to 40 yea r 
service life. Other than documented piping may exis t.

Main shutoff valve is used to shutoff the water sup ply to the structure. Learn where your shutoff valv e 
is!  If a supply line ruptures extensive water dama ge can occur rapidly.    
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Other

Not Located

Pressure

80 PSI

GAS SYSTEM:
� Applicable

N/A COMMENTS: RATING:
Type Satisfactory

� Natural

Propane

Other

Location

Side

The standard inspection report does not include the  testing of water salinity, quality or volume of an y well supply.  
Only visible supply and waste systems are inspected .  If any conditions are listed a qualified plumber  should repair 
them. If a well supplies the primary drinking water  a water quality test is recommended. 

This section covers the type and material of the mai n water supply. Galvanized piping has a 20 to 40 yea r 
service life. Other than documented piping may exis t.

This section describes the gas system if applicable . Natural and LPG gas are common fuels. This inspec tion 
is limited and any discrepancies should be correcte d by a licensed plumber.

Main shutoff valve is used to shutoff the water sup ply to the structure. Learn where your shutoff valv e 
is!  If a supply line ruptures extensive water dama ge can occur rapidly.    
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SUPPLY PIPING:
Type

� Copper COMMENTS: RATING:
Galvanized Satisfactory
PEX
CPVC
Polybutelene
PVC
Other
Unidentified

WASTE AND VENT:

Type

� Plastic COMMENTS: RATING:

Galvanized
Some pipes were not supported properly and should be fastened with adequate hangers or 
supports.

Further Review 

� Cast Iron Active leaks were noted.  Located in basement on main waste drain pipe. Attention
Clay Refer to picture 11
Other

WATER HEATER:
� Gas

Electric COMMENTS: RATING:
Oil Satisfactory

Tankless

Other

Location & Size

This is the potable water used for drinking and coo king needs. Valves are not operated. Other than 
documented piping may exist. Some types of plastic piping has been problematic.

This is the water that is disposed of from toilets,  sinks and other plumbing fixtures. Older pipes lik e cast iron, galvanized and 
clay have been known to deteriorate, corrode and fa il. If slow drains or backups are experienced furth er review by a licensed
plumber is recommended. Sewer or Septic system iden tification and inspection is beyond the scope of th is inspection.

The hot water supply system is inspected where visi ble.  Interior heating elements (if any) are not ex amined. Recommend 
flushing tank of sediment periodically and changing  the anodized rod every two to three year, some con ditions may require 
every year.
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Location & Size

Utility Room

Size 30 GAL

Size

Size

IRRIGATION:

Applicable COMMENTS: RATING:
� N/A

Type

Timer Operated

Manual

Flood Irrigation

Other

This is the potable water used for drinking and coo king needs. Valves are not operated. Other than 
documented piping may exist. Some types of plastic piping has been problematic.

This is the water that is disposed of from toilets,  sinks and other plumbing fixtures. Older pipes lik e cast iron, galvanized and 
clay have been known to deteriorate, corrode and fa il. If slow drains or backups are experienced furth er review by a licensed
plumber is recommended. Sewer or Septic system iden tification and inspection is beyond the scope of th is inspection.

The hot water supply system is inspected where visi ble.  Interior heating elements (if any) are not ex amined. Recommend 
flushing tank of sediment periodically and changing  the anodized rod every two to three year, some con ditions may require 
every year.

Evaluations of irrigation system and components may  be limited. Limited to visual/accessible portions of the 
system. Due to the variety of timers/controls, oper ation procedures should be reviewed before closing.   

19



ADDITIONAL EQUIPMENT:
Applicable

� N/A COMMENTS: RATING:
Observed Equip.
Water Softener
Ejector
Fire Sprinklers
Water Filter
Well Pump
Other

Sewage ejector systems are identified in this secti on if applicable. It's a self contained pump and ta nk system used 
to raise sewage to a higher elevation.  Fire sprink lers inspection or testing is beyond the scope of t he inspection.
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Robert Finney

HEAT-COOL:

ACCESS
CONDITIONS:

Restrictive COMMENTS: RATING:

� Typical

HEATING SYSTEM:
Gas

Electric

Heat Pump COMMENTS: RATING:
� Hydronic New boiler installed in 2009. Satisfactory

Baseboard CGA-3 Natural Gas Boiler, Standing Pilot

Geothermo

Window

Other

Location

Basement

Size

70,000 BTU

The heating system is an important piece to the ope ration and performance of the structure as a whole.   Improper 
maintenance may cause improper operation resulting in uncomfortable heat and excessively high fuel bil ls. If any 
conditions are listed a qualified HVAC (Heating, Ve ntilation and Air Conditioning) technician should c orrect them. 

Warm air systems heats and or distributes air to th e living area. These systems include gas, oil, elec tric 
furnaces and heat pumps. Hydronic systems circulate  hot water or steam throughout the living spaces. H eat 
exchanger integrity, adequacy of heat supply, airfl ow analysis are not part of this inspection.
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FILTERS:

Ceiling COMMENTS: RATING:
Wall N/A

At Unit

Other

The heating system is an important piece to the ope ration and performance of the structure as a whole.   Improper 
maintenance may cause improper operation resulting in uncomfortable heat and excessively high fuel bil ls. If any 
conditions are listed a qualified HVAC (Heating, Ve ntilation and Air Conditioning) technician should c orrect them. 

Warm air systems heats and or distributes air to th e living area. These systems include gas, oil, elec tric 
furnaces and heat pumps. Hydronic systems circulate  hot water or steam throughout the living spaces. H eat 
exchanger integrity, adequacy of heat supply, airfl ow analysis are not part of this inspection.

Filters are essential to remove particles from the air before it enters the heating and cooling system . Never operate the 
system without a filter and change or clean the fil ter on a regular interval. Electronic filter inspec tion is beyond the 
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COOLING SYSTEM:
� N/A

Heat Pump COMMENTS: RATING:
Electric

Geothermo

Evaporative

Window

Other

Location

Size

THERMOSTAT:

� Applicable COMMENTS: RATING:
N/A Satisfactory

FLUES VENTS:

The inspector examines only permanently installed c ooling systems. Window units are considered persona l 
property and are normally not inspected. If any con ditions are listed a qualified HVAC technician shou ld 
correct them.  

This section reports on the condition of the heatin g system flues. In some cases immediate corrective action 
should be performed to prevent possible carbon mono xide exposure.  

This section reports on the thermostat for the prim ary heating / cooling system of the structure. Digi tal programmable 
thermostats are recommended, they help save energy and reduces operating costs when programmed correct ly.
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� Applicable COMMENTS: RATING:
N/A Satisfactory

DUCTS:

Applicable COMMENTS: RATING:
� N/A

The inspector examines only permanently installed c ooling systems. Window units are considered persona l 
property and are normally not inspected. If any con ditions are listed a qualified HVAC technician shou ld 
correct them.  

This section reports on the condition of the heatin g system flues. In some cases immediate corrective action 
should be performed to prevent possible carbon mono xide exposure.  

This section reports on the thermostat for the prim ary heating / cooling system of the structure. Digi tal programmable 
thermostats are recommended, they help save energy and reduces operating costs when programmed correct ly.

This section reports on HVAC distribution ducting. All habitable rooms require supply ducts and this a spect of the 
inspection will be considered satisfactory unless o therwise noted in the Comments or Remarks section.
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FIREPLACE / WOODSTOVE:

Applicable

� N/A COMMENTS: RATING:

EVAPORATIVE COOLING:

Applicable COMMENTS: RATING:
� N/A

This section reports on wood burning stoves, masonr y, and manufactured fireplaces. 
Recommend all chimneys / flues be thoroughly inspec ted and cleaned by a qualified technician 
before use. Fireplaces or woodstoves are not ignite d during the inspection.

Evaporative coolers can be high maintenance items a nd may not be suitable for the entire cooling 
season if outside air temperatures consistently exc eed 100 degrees.

REMARKS:
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Electrical, Plumbing, Heat-Cool Pictures

10) Knob and Tube 11) Leak in Basement (main waste dra in 
pipe) 

Enter photo description Enter photo description
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Enter photo description Enter photo description
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Electrical, Plumbing, Heat-Cool Pictures

Enter photo description Enter photo description

Enter photo description Enter photo description
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Enter photo description Enter photo description
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Robert Finney

KITCHEN AND LAUNDRY:

ACCESS
CONDITIONS:

Restrictive COMMENTS: RATING:
� Typical Satisfactory

EXHAUST/VENTING:

� N/A COMMENTS: RATING:

Type

Above Stove

Part of Microwave

Ductless

Ceiling mount

Wall mount

FIXTURES:

N/A COMMENTS: RATING:
Satisfactory

Undersink Equip.

Water Filter

Water Softener

If any conditions are listed in this section a qual ified contractor should correct them. Countertop ap pliances, food 
storage, cooking utensils, etc. will restrict the i nspectors ability to inspect the area. Recommend re viewing this area 
prior to closing.

The condition of the kitchen fixtures ( sinks and f aucets ) are reported in this section.    

This section describes the type and function of the  kitchen exhaust in use.  Mechanical kitchen exhaus t / 
venting is allows recommended.
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Water Softener

APPLIANCES:
N/A

COMMENTS: RATING:
� Electric New appliances July of 2009 Satisfactory

� Gas Consult Seller
Appliances Present

� Range
Oven
Cooktop

� Refrigerator

� Dishwasher
Disposal
Microwave
Compactor
Other

If any conditions are listed in this section a qual ified contractor should correct them. Countertop ap pliances, food 
storage, cooking utensils, etc. will restrict the i nspectors ability to inspect the area. Recommend re viewing this area 
prior to closing.

The condition of the kitchen fixtures ( sinks and f aucets ) are reported in this section.    

Appliances inspected with respects to functionality  only. Dishwasher cleaning effectiveness and timer are not evaluated. Temperature 
calibration, clock and timer, self cleaning feature s of oven are not  determined. Refrigerators are no t normally inspected, if included 
refrigerators are inspected for operation only. 

This section describes the type and function of the  kitchen exhaust in use.  Mechanical kitchen exhaus t / 
venting is allows recommended.

26



CABINETS/COUNTERTOPS:

N/A COMMENTS: RATING:

Type Cabinet door needs adjustment.  Repair. Attention

� Laminate Caulk backsplash to prevent water penetration.  Repair. Attention
Tile
Rock / Stone Cabinets are solid wood and functional. Satisfactory
Plastic Composite

� Other

LAUNDRY AREA:
N/A

COMMENTS: RATING:
Location Located on back porch. North end of house. Satisfactory
Garage
Carport
Exterior room

� Interior room
Other
Dryer Connection

� Electric 240 volt
Gas

WASHER/DRYER/SINK:

� Applicable COMMENTS: RATING:
N/A New washer and dryer July 2009.  Vented and connected properly. Satisfactory

Washer supply valves and connections are not operat ed or tested. To help protect your home from water damage we 
recommend installing new hot and cold water supply hoses when hooking up your washer in your new home.

The proper amount, type and color of cabinets is a matter of personal taste.  This inspection is restr icted to their 
overall condition.  Inspection maybe limited due to  cabinets and drawers being stocked with food, uten sils, etc.

Laundry appliances are not normally inspected. They  are never moved during the inspection.  If inspect ed it is limited to 
the overall condition. Cleaning or drying effective ness is not determined. 
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Washer supply valves and connections are not operat ed or tested. To help protect your home from water damage we 
recommend installing new hot and cold water supply hoses when hooking up your washer in your new home.

REMARKS:

The proper amount, type and color of cabinets is a matter of personal taste.  This inspection is restr icted to their 
overall condition.  Inspection maybe limited due to  cabinets and drawers being stocked with food, uten sils, etc.

Laundry appliances are not normally inspected. They  are never moved during the inspection.  If inspect ed it is limited to 
the overall condition. Cleaning or drying effective ness is not determined. 
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Robert Finney

BATHROOMS:

ACCESS
CONDITIONS:

COMMENTS: RATING:
Restrictive Satisfactory

� Typical

CABINETS/COUNTEROPS:

N/A COMMENTS: RATING:
Satisfactory

FIXTURES:

N/A COMMENTS: RATING:
Type Hot and cold water lines reversed.  Repair. Attention

� Vanity

Pedestal

Wall Mounted

If any conditions are listed a qualified profession al should correct them. Personal hygiene items, tow els, rugs, etc. will 
restrict the inspectors ability to inspect the area . Recommend reviewing these areas prior to closing.  Shower pan 
condition cannot be determined or inspected.

The condition of the bathroom sinks and fixtures ar e reported in this section. Flow and drainage check ed for 
functionality.   

The proper amount, type and color of cabinets is a matter of personal taste.  This inspection is restr icted to 
their overall condition.  Inspection maybe limited due to cabinets and drawers being stocked with pers onal 

28

Wall Mounted

TUBS/SHOWERS:

N/A COMMENTS: RATING:
Type Caulk and seal tub and shower area to prevent moisture penetration.  Repair Attention
Shower
Tub

� Shower/Tub Combo
Whirlpool

If any conditions are listed a qualified profession al should correct them. Personal hygiene items, tow els, rugs, etc. will 
restrict the inspectors ability to inspect the area . Recommend reviewing these areas prior to closing.  Shower pan 
condition cannot be determined or inspected.

The condition of the bathroom sinks and fixtures ar e reported in this section. Flow and drainage check ed for 
functionality.   

The condition of the bathroom tub and showers are r eported in this section. Flow and drainage checked for 
functionality.   

The proper amount, type and color of cabinets is a matter of personal taste.  This inspection is restr icted to 
their overall condition.  Inspection maybe limited due to cabinets and drawers being stocked with pers onal 
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TOILETS:

N/A COMMENTS: RATING:
Type Satisfactory

� Tank Type
Tankless
Pressurized Tank

VENTILATION:

N/A COMMENTS: RATING:
Type Exhaust fan noisy, repair or replace fan Attention

� Fan Heater smells like it's burning Attention
Window ***Suggest contacting licinsed profesional 
Heater

� Ceiling
Wall

Ventilation in bathrooms is critical in removing ho t moist air from the structure. An exhaust fan or o perational window is 
required in bathrooms.

REMARKS:

Toilets are checked for condition and functionality . If any loose toilets are identified as loose it i s 
recommended that the toilet be reset using a new wa x ring.
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Robert Finney

PEST INSPECTION:

OBSERVATIONS:

� Applicable
N/A

No Visual Evidence Found COMMENTS LOCATION
� Prior Treatment Observed Pesticide containers observed Interior

Visual Evidence Found Exterior

Beyond the Scope

This is not part of a normal home inspection. Howev er, it may be included as an ancillary inspection. If 
evidence of wood destroying insects are observed th ey will be reported in this section. 

REMARKS:
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INSPECTION SUMMARY 

EXTERIOR
PAVED AREAS
The masonry is chipping or sloughing off, which is referred to as spalling.
Worn, chipped or uneven concrete or bricks 
Step to back porch is pulling away from structure d ue to settling of foundation.
Step structure requires repair
Refer to picture 1
***Suggest contacting licinsed profesional 
SITE
South side of structure (front):  Drainage is negati ve, which means water will flow toward the structur e
Holes in yard should be filled, trip hazard. 
South east corner of structure:  Shrubbery located too close to some building areas.
SIDING & TRIM
Caulk and seal all gaps/cracks and openings.. 
Damaged, open, or eroding mortar joints were observe d. 
Visible deterioration was noted.
***Suggest contacting licinsed profesional 
FENCING & GATES
PARKING
Damage to walls was observed
Deterioration noted on support column.
Footings appear to be questionable. Half moon cracks  usually are a good indicator.
Moisture stains noted, unable to determine age of s tain.
The paint is failing. 
***Suggest contacting licinsed profesional.  Refer t o pictures 2-4
FIRE SEPARATION
PORCH/PATIO/DECK
Front porch:  Carpet restricts the view of the struc ture.
Back porch:  Loose boards observed, repair or replac e boards.
Front porch:  Normal/ moderate cracks were noted  
Front porch:  The floor is unlevel. This can be a s ign of settlement of the structure.
***Suggest contacting licinsed profesional 
WINDOWS
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WINDOWS
Front and side windows:  Locking feature does not w ork. 
The window does not open and close properly and sho uld be repaired.
Kitchen windows:  Operate normally and seal properly
DOORS
All door open, close and seal properly.

FOUNDATION - STRUCTURE
FOUNDATION
Displacement was observed.  This is do to erratic mo vement.  The cause of misalignment should be invest igated.  Refer 
to picture 5
Main foundation:  This is an older foundation and m ore vulnerable to movement and may include a sand-l ime mortar mix 
that deteriorates over time. 
***Suggest contacting licinsed profesional 
EXTERIOR WALLS
Wall repairs noted, consult seller.
Attached elevated planters observed, this may lead to deterioration of the wall structure. Condition ca nnot be evaluated 
behind the planters.
Some cracks were noted that are minor in nature.  S mall settlement cracks are a common occurrence and can be 
repaired.
FLOOR & WALL INSULATION
FLOORS
Squeaking flooring usually indicates loose sub floo ring. 
WATER CONTROL

ROOF
ROOF-SHINGLE
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INSPECTION SUMMARY 

House:  The roof was replaced July of 2009.  New addi tional venting was also added to increase proper ve ntilation.  
Refer to picture 7
Garage:
Shingles have granular loss. This is normally an in dication of aging roofs.
There are holes which are large enough to require r epair. 
Sections of the roof are sagging. This may indicate  underframing or possible structural damage.
Recommend a complete roof evaluation. This evaluatio n should be scheduled well before close of escrow.  Refer to 
picture 8
***Suggest contacting licinsed profesional 
ROOF-ROLL ROOFING
ROOF-TILE
ROOF-FOAM
ROOF-OTHER
N/A
FLASHING
All flashing was replaced at the time of roof repla cement.
VENTS AND FLUES
All vents replaced July of 2009.
OVERHANG / EAVES
Caulk and seal all gaps/cracks and openings.  Repair
South side of structure (front):  There are holes i n fascia board which are large enough to require re pair. 
Refer to picture 9
DRAINAGE
SKYLIGHTS
VENTILATION
GENERAL

ELECTRICAL
SERVICE
There is old (Knob and Tube) wiring that is active.  Insulation is becoming brittle and worn.  Further inspection by 
licensed electrician is recommended.
Refer to picture 10
MAIN PANEL
SUBPANEL
GROUNDING & BONDING
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GROUNDING & BONDING
Fully viewed
Grounded to main water line.
BRANCH WIRING
Abandoned wiring observed, it is recommended that t his wiring be removed or capped
Some of the wiring is frayed, which exposes the inn er conductor. 
Recommend a full evaluation by a licensed electricia n. 
EXTERIOR ELECTRICAL
N/A
INTERIOR ELECTRICAL
Observed non grounded (two prong) 120 volt outlets.   Today grounded receptacles are used so leaking vo ltage is 
Outlet(s) were observed to be loose. 
Painted electrical outlet(s) observed
Front Porch:  Switch(s) was not working and should be repaired. 
GFCI outlets located in bathroom and kitchen.  
MISC EQUIPMENT
Located on north end of roof (Back).

PLUMBING
MAIN SUPPLY
SHUTOFF
GAS SYSTEM
SUPPLY PIPING
WASTE AND VENT
Some pipes were not supported properly and should b e fastened with adequate hangers or supports.
Active leaks were noted.  Located in basement on ma in waste drain pipe.
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INSPECTION SUMMARY 

Refer to picture 11
WATER HEATER
IRRIGATION
MISC EQUIPMENT

HEATING-COOLING
HEATING SYSTEM
New boiler installed in 2009.
CGA-3 Natural Gas Boiler, Standing Pilot
FILTERS
N/A
COOLING SYSTEM
THERMOSTAT
FLUES / VENTS
DUCTS
FIREPLACE / WOODSTOVE
EVAPORATIVE COOLING

INTERIOR / ATTIC
FLOORS
WALLS
CEILINGS
DOORS
STAIRS / BALCONIES
ATTIC

KITCHEN
EXHAUST / VENTING
FIXTURES
APPLIANCES
New appliances July of 2009
CABINETS / COUNTERTOPS
Cabinet door needs adjustment.  Repair.
Caulk backsplash to prevent water penetration.  Repai r.
Cabinets are solid wood and functional.
LAUNDRY AREA
New washer and dryer July 2009.  Vented and connecte d properly.
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New washer and dryer July 2009.  Vented and connecte d properly.
WASHER/DRYER/SINK
BATHROOMS
CABINETS / COUNTERTOPS
FIXTURES
Hot and cold water lines reversed.  Repair.
TUBS / SHOWERS
Caulk and seal tub and shower area to prevent moistu re penetration.  Repair
TOILETS
VENTILATION
Exhaust fan noisy, repair or replace fan
Heater smells like it's burning
***Suggest contacting licinsed profesional 
PEST INSPECTION
Pesticide containers observed
POOL-SPA
UNIT
HEATER
BLOWERS
FILTERS & SKIMMER
PIPES & VALVES
DECK
PUMPS
ELECTRICAL
GENERAL
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